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r(We are not responsible nor do we hold any liability for installation
problems or damages arising from installation. These instructions
are provided as a general guide and should never supersede local
building codes. The consumer assumes all responsibility to
adhere to local building codes and practice responsible construc-
\tion methods when modifying any structural elements.

o
{Before Installation "

1 - Read all of these instructions and make sure you understand the
principles of cutting mitered corners before you begin. Use a
small piece of melding to practice cutting corners if you are
unsure of your abilities

2 - Remove clutter from the floor space to insure a safe
working environment.

3- Make sure paint/finish is dry before installing

4 - Follow manufacturer’s instructions when using tools and
materials

5 - Start yourinstallation in the most visible area which is usually the
area opposite the entry door. Work toward the most inconspicu-
ous corner. Moldings with repeating patterns will most likely not
match up at the final joint. Make this ﬁappen in the least
noticeable area of the room.

6- Dry fit your pieces before applying the adhesive. Leave the ends
loose to allow for alignment to the next piece
Remove high areas from corner pieces to allow for “wiggle”
room. Most corners are not perfect 90°

7- Have a cdloth and mineral spirits ready to clean up any adhesive
drips or mistakes
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Y LeftHand Cut
(90 Degree Inside Corner — Right Piece

1- When you are at your miter saw have the long part of the
moulding extend out to the right.

2 - Move the saw angle to your left to the 45 degree mark.

3 - Imagine that the base of the saw is your ceiling and put the edge
of the moulding that will touch the ceiling flat against the base
of the saw pressed up against the fence. The edge of the
moulding that will touch the wall should be facing away from
the fence if you have it in the correct position.

4 - Make your cut.
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